
D. 1. CARBON ADSORPTION MONITG.-:.;~
G LOG FOR DAILY /->-1'1u ""'"" .... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shaff document compliance by monitoring for VOC breakthrough at feast once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MON!TG. '",\lG LOG FOR DAIL 1 ,....,n.• > __ . 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI sha11 replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITG. --•~G LOG FOR DAILY ANu yu,....,.,, ~ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITG ... 7'iG LOG FOR DAILY AND QliAK 1 ""'''-. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITG. --'"G LOG FOR DAILY Arw ~...~,...., ..... ,~.. . . 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MON!TG .... 'JG LOG FOk LJAtL.l 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

,--..1 'lL -~ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the 808 shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITG. _,-.G LOG FOk LJktL..t n" 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. 17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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0, 1. CARBON ADSORPTION MONITG, _.;'JG LOG FOR !..JAIL, 

Condition 0.1. 10 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

r-.. . 

PC! shall document compfiance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITC. _.,.G LOG FOR DAIL 1 Am .. , '--'-·. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONIT0. -·'"G LOG FOR DAILy ,...,'I_ "" 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MON!T0 ... 1'1G LOG FOR UAIL 1 ,....,._ , 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition D. i. 17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITG. -~;~G LOG FOR DAIL 1 At'll-1 '==>-· .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. 17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu uu~r;. • ..... , .. _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shalf replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONIT0 ...• 'JG LOG FOR DAIL 't ANu '-'!'-· ..• 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
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D. 1. CARBON ADSORPTION MONIT0. _ .• .JG LOG FOR DAILY AND l.(uA.,, .._,. 

Condition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR UAu ... , .-.., 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
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D. 1. CARBON ADSORPTION MONITG. __ ,\IG LOG rvl"'\. L-,-,, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITG. -·'"'-=' --

Condition D.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITG. _ .• >JG LOG FOR DAILY AND QUARTERL r 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
I k 

pate of I r,cti;r 13 H 

Shift: (Firs~ or SecoJd) 

..::>ec_onc 

Monitor 10: 

Instrument Calibration Gases: 

l SOBU'/y'l._:J;.N'F 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Rolf Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

~ - N - -

CARBON OR FLARE* 

· SDS Shredder ~g 
Down 

- -

ATDU 1 OWS 
Running Down 

·..._/ 

- -

Area 8 --Tanks 52,53,54 RJ 
Down 

N --

Tanks 02 throu h 04 

-

Distillation Unit R~g 
Down 

---
Tank 51 

R~g 
Down 

- -

Tank 55 ~g 
Down 

N -
---- - ----------

- --~
---

---
-

Revised 211 D/09 

__.,..~ - -
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR 

SDS Shredder 

ATDU/OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 

Running I Down 

Running I Down 

v 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Date of lnsp~ctipr 
14 II 

Shift: (Firs~ or Seconl~Jl 

Monitor 10: 
I 

Instrument Calibration Gases: 
} 

Background Instrument Reading: 

location of Carbon Unit Status 

Control Device 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder Running 

ATDU/OWS Running I Down 

~ 

Area 8-- Tanks 52,53,54 Running I Down 

Tanks 02 throu h 04 \.-/ 

Distillation Unit Running Down 

~ 

Tank 51 
Running Down 

Tank 55 R~g Down 

Revised 2110/09 

I Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: 
:rsc··G 

Background Instrument Reading: 

location of Carbon 

Control Device 

Vapor Recovery System: 

~Ra~ OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 through 04l 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running 

Running 

Running 10~ 
I Running 

I Running 

v 
I Running 

Running 
v 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Monitor ID: 

location of Carbon 

Control Device 

Vapor Recovery System: 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuCih 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2(10(09 

Unit Status Inlet 

Running 

Running 

Running 

Running 

Run? 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: 
~c??. /)

 

~:>C t:)V I 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR~ 

SDS Shredder 

ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

j Running I Down 

/,-
I Running 

{,/7 
I Down 

Running I Down 

v 
Runz~ 

Down 

1 Running I Down 

L,~ 

1 Runn}ng 

v 
I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of Inspection: 

Shift: 

Monitor 10: 

Instrument Calibration Gases: 
:f;")(J, 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110/09 

Unit Status 

Running I Down 

Running I Down 

v 
Running 

v 

Run~ 

v il!.r 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- - - -·· -- - - -- - -

Inspector: 

Date of lnspecti n: 

i-J/1 1 II 

Shift: (First or Second?/ 
cone 

Monitor 10/vt ' 
nl 

Instrument Calibration Gases: 
I SOI~LTI'i 

Background Instrument Reading: 
Q, 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

·- - - --- -

CARBON OR FLARE* 

-

SDS Shredder 

~~ -

ATDU/OWS 

-~ - -=---=c-
-=-~----

-~--~ 

Area 8-- Tanks 52,53,54 Running 

Tanks 02 throu h 04 / 
- -- --

Distillation Unit Run/ 

.----""-~-~-=
~~~ ~~-~·-

·""-~--
-

-- --

Tank 51 
Running 

./ 
- - -~

 

Tank 55 
Run~ 

- -"""'"~ . ..-- ==-

r-

Revised 2/10/09 

--·-- ------- --~---"'=-'-=-.o:::-
~:"---- .·-_-·

---~-----
--~-~~---
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

CcindiHon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of Inspection: Time: 

Shift: 

Monitor 10: 
l JVt 

Instrument Calibration Gases:.:z=-so&uri J~ 

Background Instrument Reading: 

location of Carbon Unit Status I Inlet 

Control Device 

Vapor Recovery System: Runninq Down 

CARBON OR ~ ~~ 

SDS Shredder Running Down 

ATDU/OWS Running Down 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 through 04 

Distillation Unit Running Down 

Tank 51 
Running Down 

Tank 55 
Running I Down 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



,, { 

0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 
J 

Instrument Calibration Gases: 
J:5"1.Dc. 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR~* 
SDS Shredder 

ATDU/OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Running I Down 

v 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

. Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Background Instrument Reading:()', 
~/) 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

Unit Status 

Running I Down 

SDS Shredder I Runni!J,9 
1_/ 

ATDU I OWS j Running 

Area 8 --Tanks 52,53,54 j Ru~g 

Tanks 02 throuqh 04' · 

Distillation Unit I R~ 

Tank 51 

Tank 55 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



! 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument Calibration Gases: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR ~E*"! 
SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

v 
Running I Down 

(.,-/ 
Running v 
Running I Down 

v 
Running I Down 

v 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

---~--------·
-- --- ~-- -----~·-· 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Runnjng Down 
I 

,, I 
CARBON OR F ~* '· 

/ 

SDS Shredder 
~ Runr}ing 

" 
Down 

ATDU/OWS 
Rumyng Down 

v 

, Area 8 --Tanks 52,53,54 Runn)'hg Down 

' Tanks 02 throu h 04 
,;· 

Distillation Unit 
RunnLng Down 

/ 
\1 

Tank 51 
Runnfng Down 

\i 

Tank 55 
Rum')'ing Down 

J 

Revised 2/10/09 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR LAR 

SDS Shredder 

ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running 

~~ 

I~ 

I Running 

Running -
1 Running -
I Running -

Inlet 

Down 
j~l 

Down 

Down 

Down 

Down 

Down 

Down 

Exhaust 

-

Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-.... 

_____ _...., 

-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
~0~9~~ 

Date of~~~~ection: 
4 1\ 

/ Time:Q c&rv 

Shift: (First o:e:e·con~) S d 
~ ""W[e:r. 

Monitor 10: ' /l#Y_.) 

Instrument Calibratio~Gas;s: ().~YcA:}i 
I rh '·In \:. k/n 'JJA,,f2 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~~ "\ 
YIN Date Time 

Vapor Recovery System: 1 ~~~g.l Down - - -
CARBON OR FLARE* 

-
SDS Shredder ~/ 

Down .6 
-;~?, 

A N - - -

(? '"" 
ATDU I OWS ~-ni~g/ Down 

lu3~ A N 
: 

-- ~ - ~ 

~ 

Area 8 -- Tanks 52,53,54 ~~~~98 
Down 

._"?_ ' _iff_ _4 -
(Tanks 02 through 04) 

I \ \ 
- -

~ 

Distillation Unit le~~9~ 
Down A Sl5(oq qc~ 

- - -
..2--.. 

Tank 51 
Runnil)iJ Down A tJ 

~------· q .3(c \ ~~.,, 1' 
- ~ -

~ 

Tank 55 (<Runni~.$ Down \\ zo \ l 0.1 g N A - - -
'---.-

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

location of Carbon 

Control Device 

Unit Status 

~I Down 

~!Down
 

ATDU I OWS /Running ---
Area 8 -- Tanks 52,53,54 j ~ 

Tanks 02 throuqh 04' 

Distillation Unit I ~ 

Tank 51 

Tank 55 

Revised 2110/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Instrument Calibration Gases: 
I 'SOtS 

Background Instrument Reading: o. 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 
- -

SDS Shredder Ru~ Down - -
ATDU I OWS Ru~ Down - -
Area 8 --Tanks 52,53,54 Running Down 

~ - -
Tanks 02 throu h 04 
Distillation Unit Running Down 

·.._/ -
Tank 51 RuJ Down --
Tank 55 Ru~ Down _,..- -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LO~ I VI. -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Instrument Calibration Gase..§.i.-
J,jO 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR 

SDS Shredder 

ATDU/OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

Ruv 
I Down 

!Ru~ 
I Down 

Running I Down 

v 
Running I Down 

v 
I Run/ I Down 

I Running 

v 
I Down 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0. 1. CARBON ADSORPTION MONITORING LU'-' ........
 

Condition D.l.l 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of lnspec" 

y 

Shift: (First o 

Monitor 10: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON ORcCFlAR~; 

SDS Shredder 

ATDU /OWS 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Down 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

,:i' 
- '·- '-' 



D. 1. CARBON ADSORPTION MONITORING LOG 1-uh. u ... _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: \..1.. II ;;u..> 

Monitor ID: 

Instrument Calibration Gases: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR~*
 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0/09 

Unit Status 

I Ru~ I Down 

Running 

v--
Running 

v--
!Ru~ 

1 Running 

~ 

r1 

Exhaust 
Visual 
Insp. 

Carbon 

Replacement 

YIN 

-· -~--r-
o -

-~~
-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING Lu'-:11 ..... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of ln;;pecyon: 

L/127/(j} 

Shift: (First~:Z~
)~J~-~d) 

Monitor 

Instrument Calibration Gases: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Running 

RunnirJg 

~ 

Running 

J 

Running 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOK u'""'-. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration Gases: 

Location of Carbon Unit Status I Inlet 

Control Device 

Vapor Recovery System: Running Down 

CARBON OR@ I Running I Down 

SDS Shredder v 
ATDU/OWS 

I Run~ I D
own 

Area 8 ·-Tanks 52,53,54 Running I Down 

Tanks 02 throu h 04 v 
Distillation Unit 

Running --TDown 

v 
Tank 51 

I Running I Down 

v 
Tank 55 

I Run~TD
own 

Revised 2110/09 

Exhaust Visual 

Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

;: 
-~----'

..-.> 



D. 1. CARBON ADSORPTION MONITORING LOG FOK Ln·m ... . 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration Gases: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR ~ 

SDS Shredder 

ATDU/OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throuQh 04 

Unit Status 

Running I Down 

Running I Down 

V' 

Distillation Unit 
I Running 

f-/ 

Tank 51 
I Running 

t--

Tank55 
I Ru~ 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

;: ' 

'------.L.J 



,. 

D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector:,,-j) 
'~j 

Date of ~n,spec;:on: 

Shift: (First o~;~~~~~~ 

Monitor ID1rv\ 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Running 

J 
R~,79 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR OAIL Y AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Shift: 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FJ6\RE 

SDS Shredder 

ATDU/OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Running 

Ru~ 

Inlet Exhaust 

-

Visual 
Insp. 

Carbon 
Replacement 

Y/N 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Second) 

ccncl 
Monitor ID:A, 

I J\ 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running 
~ 

Running 

Down 

Down 

Running I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



Location of Carbon 

Control Device 

Tank 57 

Tank 58 

Tank 59 

Tank 60 

Tank 61 

Pot Still 

Pot Still Pressure Relief 

Unit Status Inlet Exhaust Visual 
Insp. 

\...ar!JVII 

Replacement 

YIN Date Time 

Roll Off Box No. •v• 

Offsite Combustion 

Note: If outlet port is not 98% less than inlet port, the carbon is considered "spent" and must be changed. When this occurs, the 

disposal column must be completed identifying disposal route. 

Outlet port reading must be <= Inlet port reading x .02 (ppm) 

*If FLARE is chosen, please see SDS trackinQ sheets for reQuired monitorinQ of flare temPerature. 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARJ t:f'\L, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- ---

Inspector: 
ff_ J (-f) ~f)-! 6 "\ 

Date of ~sJ~ction: 
II I Time: -

q ~o lr 

s 0 

Shift: (First or end) 

Se...u..,_J 

Monitor 10: r/: "-; f( ~IL d60 

instrument Calibration Gases: 

:r~_C ~' ~\/~'<-"'-~ 
roo fi'IVl 

Background Instrument Reading: 
6.o 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN Date Time 

Vapor Recovery System: re/~ 
Down - - 11 N - -

CARBON OR FLARE* f\~ 

SDS Shredder ~~ 
Down 

~ ~ '--l 
0 rJ ff - -

~ 

ATDU/OWS ~ 
Down 

It I ( 0 - R N - -

~" 

-

Area 8 --Tanks 52,53,54 ~ 
Down rJ 

(Tanks 02 through 04) 
~~1 \ ns e R - - -

~ 

. 

Distillation Unit y Down {f 

I 

7 -~ 1/ ~ 0 w - - i 
I 

Tank 51 
);Zg Down A r/ 

::)~ "0 L 
_/' 0 

- - --
d- l '\ 

Tank 55 ~ 
Down (f 0 !} r/ 

_.. 

'l~ 

- -
! 

----------- --~
---

Revised 2/l 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: f?tcK f:AWMo 

Date of lnsphti~.Z 
4 n u 

I Time: 
t)~oo 

Shift: (First or Secdnd) 

:5ec:cn 
Monitor lD: 

fVIt n 1., /2_qe 2(')0 0 

Instrument Calibration Gases: 
I 8-(9g u 1'-/f_:);fl E ) e>ofPtt 

Background Instrument Reading: 
0~0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

L../' - A N - .---

CARBON OR FLARE* 

SDS Shredder 
Running Down A 
~ !77 (] N - -

ATDU I OWS 
Running Down 

2251 

i 

~ 
7/7 0 A- N - _,.--

Area 8 --Tanks 52,53,54 Running Down 

(Tanks 02 through 04) ,.___./ l39q 0 2(3 A;- j\) - .......- .-

Distillation Unit 
Running Down A 

J i5}Lf4 2.1 ("; 
rv ,....-- -

1 Tank 51 
Running Down 0 A 

../ 
~ 

! 

239S 4.'7 
...-- - --------

Tank 55 
Run~ 

Down A 
2:::>7s- 5,2 u N 

.-- ~· ~
 

Revised 2/10/09 


